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HENGSHUI SNOWATE
ENVIRONMENTAL
TECHNOLOGY CO., LTD.

A TRUSTWORTHY SOURCING EXPERT
ON WATER TREATMENT FACILITIES

As a senior sourcing expert on water treatment facilities and accessories, Hengshui
Snowate Environmental Technology Co., Ltd. has extensive water treatment expertise,
profound water treatment industry experience and a deep understanding of the

water treatment industry purchasing demands. As a consequence, we are capable of
providing one-stop purchase and technical support on water treatment facilities and
accessories according to our customers' applications, thereby helping our customers
to shorten the procurement cycle, reduce procurement costs and maximize economic
benefits.

We integrate upstream supply chain products of the water treatment industry. In
addition, we work with renowned suppliers and manufacturers. As a result, we can
continuously supply high-quality water treatment components and systems for
customers across the world to meet the needs of a Wide Range of Applications,
Thereby Optimizing Water Resources and Promoting The Sustainable Development of
The Global Environment.
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MALL
| UDZONE GENERATOR QLA-7G-10G-C
CERAMIC PLATE OZONE GENERATOR

QLA-3G/5G-W

p» Features
PORTABLE OZONE GENERATOR

® Long life ceramic plate

p» Features ¢ Manual 0-120 min timer

¢ Multi-functional, can be used for both air and

water treatment ® Portable light weight design

e Corona discharge technology ® QOver-heat, over-voltage protection

® 2 hours manual timer or continuous running _n ¢ Inside fan cooling
¢ Light weight compact design l # High grade stainless steel
® High ozone output , long service life time :

$S201 Spray With Painting
¢ Easy to operate , portable design

p» Technical Specifications p» Technical Specifications
' ' |
| : : P . | : Ozone | Dimension | Packing Size Cooling

i Pt o |57 ] o SR o 858 e e e B |
QLA3G 3G 60W  20-50m? voprnq  3.313.8kg QLASG 5G  65W  30-70m? vicens  38724%01 O5/4kg 220V/

15-25mglL 331621 3872421 Air Cooling  229Y/ i Source 15-25mg/l. 33*16°21 AirCooling 5oy,  Air Source
B Ve v T gt Carton g "0 50Hz QLA0G 106 120W 80-120m? (Carton)  4/4.54g
p» Applications p»- Applications

Purify Bedroom

Purify Bedroom

Remove

Bathroom Kill

Remove Grease
Bacteria Formaldehyde And Smoking
Bus Company Office Car Air Purify Bus Company
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QLA-3G/5G
VERTICAL OZONE GENERATOR

p»- Features
e Mobile portable design

* The fuselage is made of stainless steel, anti-corrosion
and anti-oxidation

Space disinfection, sterilization of drinking water, steril-
e jzation of articles, etc

The tube has high conversion efficiency, low energy
e consumption, continuous work and long service life

Clean dry air feeding, CE certificate

p» Technical Specifications

QLA3G 3G 60W  20-50m? 4505
32+255 39 i Cooing 220V/

15-25mgll 2318465 Alr Source
QLA-5G 5G 80W  30-70m? (Carton) 4 /6 4kg Wi

p» Applications

P2

Water Tank
Disinfection

Cured Food

ALL-

| MOUNTED OZONE GENERATOR

p» Technical Specifications

QLA-3G/5G/10G-B

Wall-mounted Ozone Generator

p» Features

e Beautiful shape, small size, does not
occupy space

e Long life of generator unit, high output,
low energy consumption

e Air-cooled heat dissipation, with axial
flow fan to assist in heat dissipation,
can be stable and continuous work

The body is made of stainless steel,
¢ anti-corrosion and anti-oxidation

Fast permeability, sterilization without
e dead ends

QLA-3G 3G 60W  30-60m? i 3.4/4.2kg
1
QLA-5G 5G  80W  50-80m*  15-25mg/L 5.7/6.5kg  Air Cooling ZS%OH\g Air Source
QLA-10G 110G 140W g80-120m? 60*23'27.5 8.5/9.8kg
p» Applications
B
By 3
| K7
H 4
School/ Entertainment Places  Food Production Cold Storage/ Aseptic Room
Kindergarten Warehouse
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‘ OZONE GENERATOR

—' QLA-500MG-D COMMERCIAL AND INDUSTRIAL
I DIGITAL USE AIR SOURCE OZONE GENERATOR

Id [0 Whi
R i :

p» Features
« MDigital display, intelligent timing

* Aci,?ft epoxy resin, vacuum encapsulated high voltage
module, moisture resistant, shock resistant

¢ Original ABD engineering plastic, high hardness, good
cleanliness

QLA-400MG
MANUAL

p» Features
o MDigital display, intelligent timing

. Adncépt epoxy resin, vacuum encapsulated high voltage
module, moisture resistant, shock resistant

& Original ABD engineering plastic, high hardness, good
cleanliness

p» Functions

o Quickly decompose pesticides in fruits & vegetables.

® Remove a myriad of odors from smoke, pets, animals,
cooking, mold, mildew, etc.

@ Keep air fresher and cleaner for hotel, motel rooms, 5 [
vehicles, cars, etc. i Ll
@ Refrigerator sterilization and keep food fresh for longer time

® Remove hormone and other additives from meat, remove
fishy smell, virus from seafood

@ Skin care and facial for women, to clear away pore dirt,
bactria and prevent freckles, etc.

p» Technical Specifications

I N I A

QLA-400MG  Manual Timing 0-30Min Digital 0.65kg  21.5°28°6 400mg/Hr 15W
QLAS00MGD  SmartTimer  0-30Min Digital 0.9kg  27*16.5*5.5 500mg/Hr 18W

220-240V/50-60Hz

























» 3G air-cooled ozone tube + 40W
un-adiustable power suppl

= 5G air-cooled ozone tube + 60W
un-adiustable power suppl

= 20G double cooling ozone tube +
200W un-adiustable power supply

= 30G ozone tube (ai cooling water cooling

available)+450W adiustable power supply
v

= 5G double cooling ozone tube +
60W un-adiustable power suply

= 10G double cooling ozone tube +
80W adiustable power supply

= 50G air cooling ozone tube +
450W adiustable power supply

= 50G water cooling honevcomb tube
+ 450W adiustable power supply

» 10G double cooling ozone tube +
80W un-adijustable power supply

» 15G double cooling ozone tube +
200W adjustable power supply

= 100G water-cooled honeycomb tube+1000W

adiustable power supply +high voltage package )

= Oxygen concentrator (3L/5L/8L/10L)

J

24|25



ORTABLE

.' QL-0:-2059 / DOZ6000

jx OZONE TESTER ONLINE DISSOLVED OZONE MONITORING
DOZ-30
DISSOLVED OZONE TESTING METERS
p» Features

¢ No more material.low maintenance.Measured value is
not affected by low temperature and turbidity

e Can replace CS6930 dissolved ozone electrode.Preci-
sion stability.Easy cleaning andmaintenance

® MHX4 component structure design,strong waterproof ,
grip comfort

L 2

replace the battery and the electrode (Panal Mounling) (Wil Mounting)

e Maintenance is simple,without any tools can easily

e Boat fuselage design,make sure that floating up,the
screen electrode contact water completely

|

QL-0, -2059 ! DOZ6000

— 0~2mg/L or 0~20mg/L
1SS0Ive! &

Sy 0.001mg/L or 0.01mg/L
1%zLSD

-10~110°C

0.1°C

0.3°C

Thermistor 22K/PT1000

Automatic-5~+100°C

4~20mA(Adjustable)

1%FS

<5000

High and low independent design SPST relay
2.5A 230VAC

RS-4850utput

85-260VAC or 12-36VDC

0~60°C

Relative Humidity<90%

IP&5

Dial Mounting Wall Mount
108x108x156mm (HxWxD) 158x188%108mm
94.5%94.5mm /

0.6kg 0.7kg

Tip: in order to ensure the stability of data measurement, it is suggested that match the
uniform circular groove sample use

Purified Water

Sewage Disposal BoilerWater Laboratory

26 | 27









ZONE APPLICATION
IN SEWAGE TREATMENT

At present, ozone disinfection is widely used for purified water and natural water (mountain
spring water, mineral water, groundwater, etc.) worldwide. When applying ozone purification
to tap water, the international standard holds a solubility value of 0.4mg/L for 4 minutes,
which is a CT value of 1.6. The following table provides reference values:

DRSS | pyowar | Nowowaw | Topvasr | Sfmm
e 0.1-0.3mglL 0.2-0.4mg/L | 0.4-0.6mg/L 0.4mg/L 0.2mg/L
0Ozone dosage 1-2g/T 2-3g/T ! 3-5g/T 2-3g/T 1-2g/T

= Gas-water mixed connection diagram®

|
-4 Tho heightof i czone dovery poe must b 1-2m ighe han e heigho o gas waler
. m-gnm:gmi bhm mmm(mknagas-lquunm

Ozone Exhaust Gas Processor

Ozone Generator

widhmdaﬁayppsmuhshﬁnhda

garmm-.gaqas-md water pump, the same applies o the

Ozone Exhaust Gas Processor
Gas-water Enhanced Mixing Pump

ofthe gas-water strong mixer nmuihaddow mmm

= Gas-liquid mixed water cycle link diagram A/B

Ozone Water Mixing Pool Sisine T Mixing Pump

A:lnjector Mixing B:Mixing Pump

=Oxygen gas-liquid mixture diagram

—»

+ Venturi Injector

o —

Air Outiet —»

—* ___High Dissolved
Oxygen Water

Water Inlet

Oxygen Generators Water Pump Dissolved Oxygen Cone

32|33









