
          
 

FEATURES 

APPLICATIONS 

         SWUF modules are made with high strength hollow fiber
PVDF with 0.03μm pore size. It offers high tolerance to chemi-
cal cleaning. Ultrafiltration (UF) provides excellent retention 
performance to particles, suspended solids, colloidal material, 
bacteria and viruses. PVDF modules are used in a variety of 
applications including municipal water, drinking water, power 
plants, petrochemical, reverse osmosis pretreatment for desali-
nation plants and high purity water.

0.03μm pore size guarantees stable permeate
Modified  hydrophilic PVDF membrane with easy wetting 
performance
High tolerance to varying influent water qualities
Reduced pretreatment requirements due to outside-in flow
High chemical resistance 
Energy saving due to low operating pressure
Standard models allow for easy retrofits

Reverse osmosis pretreatment system
Municipal wastewater treatment
NSF potable water treatment
Industrial wastewater treatment
Wastewater recycle
Surface and groundwater treatment
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SWUF series UF Modules
SWUF6354-40



L1

L2

DA

B

C

40 

SWUF6354-40

/ 430.56

PVDF

0.03 μm

0.7 / 1.3 (0.027 / 0.051 ) 

1,816  / 71.5  

1,386 / 54.6 

160 / 6.3

223  / 8.78 

173 / 6.8 

DN40 / 1.5”

UPVC

UPVC

Module Specifications

Module Operation Parameters

40-120 / 24-70

2.0-4.0 / 8.8-17.6

3.0 / 43.5

0 - 2.0 / 0 - 29

5 - 40 (

3.0 - 5.0

41-104

2.0 - 12.0 

3000 - 4000 

300

1,000  (available chlorine concentration)

≤ 0.1

SDI ≤ 3

Hollow Fiber  Material

Outside -  in

Dead-end or Coss-flow Filtration

Unions Joint

Feed Water

Spare Port

Epoxy Resin

Membrane Surface Area(m2/ft2)

Module Model

Pore Size

Fiber ID / OD (mm/ inch)

Flow Direction

 Filtration Mode

L1 (mm/inch)

L2 (mm/inch)

D (mm/inch)

A (mm/inch)

B (mm/inch)

C 
In/Outlet Connector

Housing Material

Joint Material

Sealant 

Operation Flux @25℃ (lpm/fgd)

Design Flux per Piece (T/h or gpm)

Max. Feed Pressure @ 20℃ (bar/ psi)

TMP Range (bar/ psi)

Operation Temp. (℃/℉

Scouring Air Flux (Nm³/H)

)

Working pH Range

Max. Tolerance Turbidity 

Backwash Flux (L/H)

(NTU)

Max. Continuous chlorine (ppm)

Permeate Turbidity (NTU)

Permeate SDI
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